
SAFETY RING BOLT INSTALLATION

SANDIA NATIONAL LABORATORIES

FACILITIES ENGINEERINGCHECKED BY:

PREPARED BY:

DATE: REV:

SCALE:

DETAIL NO.:

ARCHITECTURAL

85043  

NONE    

         

A

         

TYPE ’’A’’  & ’’B’’ 

SPACES @ 10’-0’’ +

ROOF PLAN

TYPICAL METAL BUILDING

5’-0’’ (MIN.),

10’-0’’ (MAX.)10’-0’’ (MAX.)

5’-0’’ (MIN.),

REAM HOLES IN PURLINS

ROOFING MASTIC ON DECK

LOCK WASHER

-

-

EXISTING METAL ROOF DECK,

HOLES SHALL BE DRILLED.

2x  WOOD BLOCK

NOTE:
SAFETY RING DETAIL - TYPE ’’A’’

RIDGE PURLIN LINE

SAFETY RINGS CENTERLINE

OF BLDG.

PL  3/16  x 3 x 0’-3’’

CUT NEAT HOLES IN FINISH CEILINGS.

(RAGGED CUTS SHALL BE PATCHED)

HOLES TO BE 4’’x6’’  MAX.

1 1/2 ’’ DIA.  SHOULDER RING BOLT,    

GALVANIZED,  DROP FORGED

2 1/2 ’’ + I.D.  RING

TYPE ’’B’’  SAFETY RING SAME AS

TYPE ’’A’’  EXCEPT PROVIDE

CORRUGATED RUBBER FILLER

UNDER 3’’x 3’’  PLATE.

EXIST. PURLIN

STDROF.DGN
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